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Dear Sports Enthusiast: 
 
EST 1996 Creative Performance Racing, LLC. (CPR Racing) has been producing high-performance fuel management components 
for both street and track applications since 1996 and continues to be a leader in the field.  We are active members in the Society of 
Automotive Engineers and the Specialty Equipment Market Association.  We are committed to providing you with highly engi-
neered, quality parts that will exceed your expectations for performance, quality and value. 
 
All CPR Racing components are engineered to meet or exceed OEM quality fit, finish and durability standards right out of the box.  
Be assured you are getting the best engineered component that will provide the power, performance and reliability that you desire. 
 
 We understand your desire to “GO FAST” and we are here to help fulfill that need. 
 
SEE YOU AT THE RACES!  
Creative Performance Racing  

 

1st logo  1996 logo  
2003 logo  

That is right AN (Army-Navy) standard was established in 1939 by the military back in World War II. 

Set a common measurement for hose and fittings. It specifies the outside diameter (O.D.) of the 

ridged metal tube that is compatible with each size of fitting. As of today, the -AN standard is the 

benchmark measurement for military, industrial, and performance hose applications. These dash sizes 

are expressed as the numerator of the fraction, with the denominator always being 16TH  

For Example AN4 PORT IS 4/16 OR 1/4 INCH  for mot information see page 36  

What does AN Stand for?  
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G160 Series Swivel Taper Hose End  (G160 Blue/ Red) 
Made from lightweight 6061 T-6 aluminum, swivel 360° to maximize hose installa-
tion allowing for quick alignment of ends after hose assembly, They feature a 
unique cutter design ensuring easy assembly and also offer 37° angled sealing 

surface which guarantees a positive anti-leak seal. Please note we do not stock Red/Blue place 
to order 14-20 days   
 
Fit hose Pro B 1000,Pro B 1500  and Pro B 2000 

G183 series hose fittings specifically designed for stainless Pro B 3000 and 4000 PTFE 
hoses. Perfect for any fuel system. G183 swivel ends fittings will also match other manu-
facturer's PTFE type hoses. The fittings are re-usable and made from high quality light-
weight aluminum, precision CNC machined and finished with a high-quality anodized fin-

ish in traditional gloss Black 
Fit hose Pro B 3000 and Pro B 4000 

G180 Series Swivel Taper Hose End  (G180 Black) 
Made from lightweight 6061 T-6 aluminum, swivel 360° to maximize hose installa-
tion allowing for quick alignment of ends after hose assembly, They feature a unique 

cutter design ensuring easy assembly and also offer 37° angled sealing surface which guarantees 
a positive anti-leak seal. 
Fit hose Pro B 1000,Pro B 1500  and Pro B 2000 

Creative Performance Racing (CPR RACING) fittings are made from 6061T-6 aluminum which pro-
vides improved thread design with super grabbing strength and improved hose guided port.  CPR 
RACING fittings are reusable and come with twin Viton O-ring seals which provide a leak-free AN 
fitting when used in a performance range of applications.  They are corrosion-resistant, Type II and 
have a bright dipped anodized finished.  We also hand polish them to give you a “SHOW AND GO” 
appearance.    

G181 Series CRIMP ON Hose End is made from lightweight 6061 T-6 aluminum, swivel 

360° to maximize hose installation allowing for quick alignment of ends after hose assem-

bly.  They feature a unique cutter design ensuring easy assembly and also offer 37° angled 

sealing surface which guarantees a positive anti-leak seal. 

Fit: Pro B 1000,1500 and 2000 Performance fuel hose  

G184 SERIES Push-on hose end Fitting for fuel, oil, and water lines these fittings must 
be used with PRO-B4000 Series push lock hose.  CPR Racing offers maximum weight 
reduction and easy installation featuring a reusable push and twist hose barb.  The fit-

tings connect to standard 37° AN adapters   

G185 AN Hose End to Male NPT Fitting  for fuel, oil, and water lines these fittings must be 
used with PRO-B1000 B1500 and B200.  CPR Racing offers maximum weight reduction 
and easy installation featuring a reusable push and twist hose barb.  The fittings connect 
to standard 37° AN adapters   

Fit: Pro B 1000, 1500  and 2000  Performance fuel hose  
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Pro-B1000 Stainless Steel Braided Series hose is a true double braided stainless hose that uses the 

premier quality stainless wire available in the world. Constructed with a stainless steel outer braid that 

resists abrasion and corrosion.  Combined with a reinforced Chlorinated Polyethylene (CPE) synthetic 

rubber liner with a nylon inner braid For use with fuel systems, methanol, oils, lubricants, coolant sys-

tems and vacuum applications.  

Minimum temperature -40C,   Maximum temperature 150 C  

PRO-B1500 Premium Black Stainless Steel Braided Series  Same as Pro-B 1000 Old School we had 

it Painted black this for performance and racing enthusiasts who want high quality light weight hose that is 

easier to assemble than traditional braided steel hose constructed with a braided nylon outer shield for 

abrasion resistance .A flexible stainless steel inner core for superior strength embedded in the Chlorinated 

Polyethylene (CPE) synthetic rubber liner. For use with fuel systems ,methanol, oils, lubricants, coolant 

systems and vacuum applications  

 Minimum temperature -40C,           Maximum temperature 150 C  

Pro-B 2000 Nylon Black Braided Series, Constructed with a braided nylon outer shield for abrasion re-

sistance and Light weight  and easier to assemble than Pro-B1000 steel hose and It does not cut your hands 

up like the Pro-B1000 Series hose, A Flexible stainless steel inner core for superior strength embedded in 

the Chlorinated Polyethylene (CPE) synthetic rubber liner. For use with fuel systems, E85, E10, methanol, 

oils, lubricants, coolant systems and vacuum applications.  

Minimum temperature -40°C,          Maximum temperature 150°C. 

Pro-B 1000 Pro-B 1500  and Pro- B 2000 Series Hose Pro-B 2000 Series Hose 

AN 
Size  

Inner Dia.(I.D.) Outer Dia (O.D.) Max Operating 
Press 

Burst Operat-
ing Press 

Max Operating 
Press 

Burst Operating 
Press Inc  MM Inc  MM 

4 7/32" 5.4mm 7/16" 11.2mm 500 PSI  2000 PSI 500 PSI  2000 PSI 

6 11/32" 8.7mm 9/16" 14..2mm 500 PSI  2000 PSI 500 PSI  2000 PSI 

8 7/16" 11.1mm 11/16" 17.1mm 500 PSI  2000 PSI 500 PSI  2000 PSI 

10 9/16" 14.2mm 53/64" 20.8mm 500 PSI  2000 PSI 500 PSI  2000 PSI 

12 11/16" 17.4mm 31/31" 24.4mm 350 PSI  1400 PSI  350 PSI  1400 PSI  

16 7/8" 22.22MM 13/64" 30.5mm 350 PSI  1400 PSI  350 PSI  1400 PSI  

20 1  1/8" 28.5MM 1 13/32" 35.81MM 350 PSI  1400 PSI  350 PSI  1400 PSI  

         Tech Information the Pro-B 1000 ,1500 and 2000  Performance hose   

Pro B 1000   Pro B 1500   Pro B 2000   

Fit :G160,G180,G181,G185 

How to Oder Bulk Pro B Performance Hose 
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Tech Information for PRO B 3000, B4000 SERIES                           PTFE Performance hose   

Pro-B3000 Series Stainless Steel Braided PTFE hose 
 

CPR Pro-B3000 hose has a PTFE inner liner with 308 stainless steel braided. It is tough hose that is resists 

leaks and vapor. Rated up to 3000 psi. That Stainless Steel outer cover for excellent abrasion resistance, de-

signed for the use with CPR # 183 series hose fittings specifically designed for stainless Pro B 3000 and 4000 

PTFE hoses. recommended for brake, E85, Alcohol, transmission, clutch, nitrous, power steering, oiling, hydrau-

lics & vacuum applications Minimum temperature -70°C, Maximum tem-

perature 250°C This hose is suitable for brake and power steering lines. 

Minimum temperature –70C,    Maximum temperature 250 C  

Pro B 3000   Pro B 4000   

How to Oder Bulk Pro B Performance Hose 

Pro-B4000 PTFE Black Braided Hose  

Pro-B4000 Series, PTFE Black Braided hose are durable It's constructed from a PTFE inner liner with a rein-
forced 308 Stainless Steel layer wrapped in a black nylon outer braid for maximum appearance and abrasion re-
sistance. designed for the use with CPR # G183 series hose fittings specifically designed for stainless Pro B 3000 
and 4000 PTFE hoses. Recommended for brake, E85, Alcohol, transmission, clutch, Nitrous, Power Steering, Oil, 
Hydraulics and Vacuum Applications, Stainless Steel reinforced middle layer for maximum strength and burst 
pressure braided Nylon outer shield for abrasion resistance 
 
Minimum temperature –70C,    Maximum temperature 250 C  

3000  and 4000 Series PTFE Stainless Steel Braided Hose  

Part number  
AN 
Size  

Inner Dia.(I.D.) Outer Dia (O.D.) Max Operating 
PPSI  

Burst Operat-
ing PPSI  

Min Bend 
Radius  Inc  MM Inc  MM 

3000 & 4000  3 9/64" 3.56MM 1/4" 6.35MM 4000 PSI  12000 PSI 2" 

3000 & 4000  4 3/16" 4.83MM 5/16" 8.00MM 4000 PSI  12000 PSI 2" 

3000 & 4000  6 21/64" 8.13MM 27/64' 10.92MM 3000 PSI 10000 PSI 3" 

3000 & 4000  8 27/64" 10.67MM 35/64" 13.72MM 2500 PSI  8000 PSI  5.25' 

3000 & 4000  10 33/64" 12.95MM 5/8" 16.00MM 2500 PSI  6000 PSI  6.5" 

3000 & 4000  12 41/64" 16.26MM 49/64" 19.30MM 1000 PSI  4000 PSI  7.5" 

3000 & 4000  16 7/8" 22.22MM 1  1/32" 26.16MM 1000 PSI  3000 PSI  8.5" 

3000 & 4000  20 1  1/8" 28.57MM 1 9/32" 32.77MM 1000 PSI  2500 PSI  9.25" 

Fit :G183 series hose fittings  
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Tech Information for PRO B 5000, B 5400 SERIES                             Push On  Performance hose   

PRO-B5000 Series Push On Blue hose is designed for the use with  G184 series Push-on fittings.   
CPR RACING push-on hoses are suited for coolants, oil, air and methanol and E85 ! 
 

NOTE:  Where temperature exceeds 70°C, the use of a clamp is recommended. 
Minimum temperature -40°C ,   Maximum temperature 100°C   Water temperature 70 C   

PRO-B5400 Series Black push lock hose is designed for the use with G184 Series Push-on fittings.  All push-on hoses 
are suited for coolants, oil, air and methanol and E85 fuel  
 

NOTE:  Where temperature exceeds 70°C, the use of a clamp is recommended. 
Minimum temperature -40°C ,   Maximum temperature 100°C   Water temperature 70 C   

5000 & 5100 Push on Hose 

Part number  
AN 
Size  

Inner Dia.(I.D.) Outer Dia (O.D.) 
Max Operating 

PPSI  
Min Bend Radi-

us  Inc  MM Inc  MM 

 5000 & 5400 4 1/4" 6.35mm 15/32" 11.94mm 250 PSI  2.5" 

 5000 & 5400 6 3/8" 7.9mm 5/8" 16.0mm 250 PSI  3.0" 

 5000 & 5400 8 1/2' 12.7mm 3/4" 19.05mm 250 PSI  5.0" 

 5000 & 5400 10 5/8" 16.0mm 15/16" 23.88mm 250 PSI  6.0" 

 5000 & 5400 12 3/4" 19.05mm 1.0" 25.4mm 250 PSI  7.0" 

How to Oder Bulk Pro B Performance Hose 

After the hose have been cut and the fittings install or crimped, rubber debris, as well as met-
al particles resulting from the assembly process, are likely to enter the fuel system if you 

don’t.   

Please blow you hose  to ensure it clean before use. 
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Product Description  Page # 

HOSE ENDS    

G160 Blue/Red Hose End Fitting   4 

G180 Polish Black Swivel Hose End Fitting   5 

G181 Polish Black Crimp On Hose End 6 

G183 Series PTFE Hose End Fitting                                                   7 

G184  Push Lock Hose End Fitting 8 

BRAIDED HOSE                       

Pro B 1000, 1500  and 2000 SERIES                                  9 

ProB PTFE 3000 and 4000 SERIES HOSE                                                                           10 

PRO-B Push lock  fuel hose 5000 and 5400 SERIES  11 

37° FLARE & NPT    

AN Flare to O-RING (ORB) Male  12 

AN Flare to NPT 13 

AN to Metric & Union   14 

Tee's , Roll Over Valve and Y-Block TEE’S   15 

JIC 37°  Flare AN to NPT                                                              16 

Female Quick Disconnect  Fuel Rails Adapters  17 

Fabrication    

NPT and O2 Weld  Bungs, V-Clamp  18 

IN-LINE  HIGH FLOW FUEL FILTER   

In-Line Fuel Filter 8 AN , 10 AN & 12 AN  19 

Replace Element  19 

inline fuel/oil filter  19 

BRACKETS & HOSE CLAMP   

Dual or Single Bracket 2 Rubbers Isolators  20 

Aluminum Cushion P-Clamps 20 

Billet Hose Separators   21 

Stepped Down Hose Separators   21 

Billet P Clamps T-6061 with nut and bolt  21 

 Hex hose with clamp   21 

EFI Injector adaptors  electrical connectors   

EV TO EV Single-piece design adapter  22 

EV TO EV 2 Wire design adapter   22 

EFI Injector OEM and Hi flow injectors  23 

EFI Fuel Injector Components  23 

Idebtification Chart    

Male AN /ORB Adapter Identification Chart  25 
NPT IDENTIFICATION CHART 25 

AN HEX OD IDENTIFICATION CHART 25 

Torque Specifications 25 

Tools and Hose Instructions    

AN Wrench Double-End Wrench Set 26 

AN Adjustable Spanner G-Wrench  26 

AN Vice and Hose installation tool  26 

Assembly Hose Instructions  27 

Notes  28 
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STRAIGHT HOSE ENDS  

30° SWIVEL HOSE ENDS 

    G160 SWIVEL HOSE END   BLUE/ RED                         REUSABLE ALUMINUM FITTTING                                         

90° SWIVEL HOSE ENDS 

120° SWIVEL HOSE ENDS 

150° SWIVEL HOSE ENDS 

180° SWIVEL HOSE ENDS 

45° SWIVEL HOSE ENDS 

60° SWIVEL HOSE ENDS 

Part Number  
AN 

Size 
Hose 
Size  

 160500-04 AN4 AN4 

 160500-06 AN6 AN6 

 160500-08 AN8 AN8 

 160500-10 AN10 AN10 

 160500-12 AN12 AN12 

 160500-16 AN16 AN16 

 160500-20 AN20 AN20 

Part Number  
AN 

Size 
Hose 
Size  

 160530-04 AN4 AN4 

 160530-06 AN6 AN6 

 160530-08 AN8 AN8 

 160530-10 AN10 AN10 

 160530-12 AN12 AN12 

 160530-16 AN16 AN16 

 160530-20 AN20 AN20 

Part Number  
AN 
Size 

Hose 
Size  

 160545-04 AN4 AN4 

 160545-06 AN6 AN6 

 160545-08 AN8 AN8 

 160545-10 AN10 AN10 

 160545-12 AN12 AN12 

 160545-16 AN16 AN16 

 160545-20 AN20 AN20 

Part Number  
AN 
Size 

Hose 
Size  

 160560-04 AN4 AN4 

 160560-06 AN6 AN6 

 160560-08 AN8 AN8 

 160560-10 AN10 AN10 

 160560-12 AN12 AN12 

 160560-16 AN16 AN16 

 160560-20 AN20 AN20 

Part Number  
AN 

Size 
Hose 
Size  

 160590-04 AN4 AN4 

 160590-06 AN6 AN6 

 160590-08 AN8 AN8 

 160590-10 AN10 AN10 

 160590-12 AN12 AN12 

 160590-16 AN16 AN16 

 160590-20 AN20 AN20 

Part Number  
AN 

Size 
Hose 
Size  

 160512-04 AN4 AN4 

 160512-06 AN6 AN6 

 160512-08 AN8 AN8 

 160512-10 AN10 AN10 

 160512-12 AN12 AN12 

 160512-16 AN16 AN16 

 160512-20 AN20 AN20 

Part Number  
AN 
Size 

Hose 
Size  

 160515-04 AN4 AN4 

 160515-06 AN6 AN6 

 160515-08 AN8 AN8 

 160515-10 AN10 AN10 

 160515-12 AN12 AN12 

 160515-16 AN16 AN16 

 160515-20 AN20 AN20 

Part Number  
AN 

Size 
Hose 
Size  

 160518-04 AN4 AN4 

 160518-06 AN6 AN6 

 160518-08 AN8 AN8 

 160518-10 AN10 AN10 

 160518-12 AN12 AN12 

 160518-16 AN16 AN16 

 160518-20 AN20 AN20 

 

Note: We dot stock Red/Blue Fitting they are made to order  once your order place allow 14– 20 days  
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STRAIGHT HOSE ENDS 

30° SWIVEL HOSE ENDS 

90° SWIVEL HOSE ENDS 

120° SWIVEL HOSE ENDS 

150° SWIVEL HOSE ENDS 

180° SWIVEL HOSE ENDS 

45° SWIVEL HOSE ENDS 

60° SWIVEL HOSE ENDS 

    G180 SWIVEL HOSE END                                           REUSABLE ALUMINUM FITTTING                                   

Part Number  
AN 
Size 

Hose 
Size  

 180500-04 AN4 AN4 

 180500-06 AN6 AN6 

 180500-08 AN8 AN8 

 180500-10 AN10 AN10 

 180500-12 AN12 AN12 

 180500-16 AN16 AN16 

 180500-20 AN20 AN20 

Part Number  
AN 
Size 

Hose 
Size  

 180530-04 AN4 AN4 

 180530-06 AN6 AN6 

 180530-08 AN8 AN8 

 180530-10 AN10 AN10 

 180530-12 AN12 AN12 

 180530-16 AN16 AN16 

 180530-20 AN20 AN20 

Part Number  
AN 
Size 

Hose 
Size  

 180545-04 AN4 AN4 

 180545-06 AN6 AN6 

 180545-08 AN8 AN8 

 180545-10 AN10 AN10 

 180545-12 AN12 AN12 

 180545-16 AN16 AN16 

 180545-20 AN20 AN20 

Part Number  
AN 
Size 

Hose 
Size  

 180560-04 AN4 AN4 

 180560-06 AN6 AN6 

 180560-08 AN8 AN8 

 180560-10 AN10 AN10 

 180560-12 AN12 AN12 

 180560-16 AN16 AN16 

 180560-20 AN20 AN20 

Part Number  
AN 

Size 
Hose 
Size  

 180590-04 AN4 AN4 

 180590-06 AN6 AN6 

 180590-08 AN8 AN8 

 180590-10 AN10 AN10 

 180590-12 AN12 AN12 

 180590-16 AN16 AN16 

 180590-20 AN20 AN20 

Part Number  
AN 

Size 
Hose 
Size  

 180512-04 AN4 AN4 

 180512-06 AN6 AN6 

 180512-08 AN8 AN8 

 180512-10 AN10 AN10 

 180512-12 AN12 AN12 

 180512-16 AN16 AN16 

 180512-20 AN20 AN20 

Part Number  
AN 
Size 

Hose 
Size  

 180515-04 AN4 AN4 

 180515-06 AN6 AN6 

 180515-08 AN8 AN8 

 180515-10 AN10 AN10 

 180515-12 AN12 AN12 

 180515-16 AN16 AN16 

 180515-20 AN20 AN20 

Part Number  
AN 

Size 
Hose 
Size  

 180518-04 AN4 AN4 

 180518-06 AN6 AN6 

 180518-08 AN8 AN8 

 180518-10 AN10 AN10 

 180518-12 AN12 AN12 

 180518-16 AN16 AN16 

 180518-20 AN20 AN20 
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STRAIGHT  CRIMP ON HOSE ENDS 

30° CRIMP ON  HOSE ENDS 

G181 CRIMP ON HOSE END                                                                              CRIMP FITTING                                                                         

90° CRIMP ON HOSE ENDS 

120° CRIMP ON HOSE ENDS 

150° CRIMP ON HOSE ENDS 

180° CRIMP ON HOSE ENDS 

45° CRIMP ON  HOSE ENDS 

60° CRIMP ON  HOSE ENDS 

    G181 CRIMP ON HOSE END                                                              ALUMINUM FITTTING                                                                         

CLAMP SLEEVE 

Part Number  
AN 
Size 

Hose 
Size  

 181500-06 AN6 AN6 

 181500-08 AN8 AN8 

 181500-10 AN10 AN10 

 181500-12 AN12 AN12 

 181500-16 AN16 AN16 

Part Number  
AN 
Size 

Hose 
Size  

 181530-06 AN6 AN6 

 181530-08 AN8 AN8 

 181530-10 AN10 AN10 

 181530-12 AN12 AN12 

 181530-16 AN16 AN16 

Part Number  
AN 
Size 

Hose 
Size  

 181545-06 AN6 AN6 

 181555-08 AN8 AN8 

 181545-10 AN10 AN10 

 181545-12 AN12 AN12 

 181545-16 AN16 AN16 

Part Number  
AN 

Size 
Hose 
Size  

 181560-06 AN6 AN6 

 181560-08 AN8 AN8 

 181560-10 AN10 AN10 

 181560-12 AN12 AN12 

 181560-16 AN16 AN16 

Part Number  
AN 

Size 
Hose 
Size  

 181590-06 AN6 AN6 

 181590-08 AN8 AN8 

 181590-10 AN10 AN10 

 181590-12 AN12 AN12 

 181590-16 AN16 AN16 

Part Number  
AN 

Size 
Hose 
Size  

 181512-06 AN6 AN6 

 181512-08 AN8 AN8 

 181512-10 AN10 AN10 

 181512-12 AN12 AN12 

 181512-16 AN16 AN16 

Part Number  
AN 

Size 
Hose 
Size  

 181515-06 AN6 AN6 

 181515-08 AN8 AN8 

 181515-10 AN10 AN10 

 181515-12 AN12 AN12 

 181515-16 AN16 AN16 

Part Number  
AN 
Size 

Hose 
Size  

 181518-06 AN6 AN6 

 181518-08 AN8 AN8 

 181518-10 AN10 AN10 

 181518-12 AN12 AN12 

 181518-16 AN16 AN16 

Part Number  Hose Size  

 181211-06 AN6 

 181211-08 AN8 

 181211-10 AN10 

 181211-12 AN12 

 181211-16 AN16 
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STRAIGHT  CRIMP ON HOSE END 

30° PTFE  SWIVEL HOSE END 

        G183 PTFE HOSE END                                                                                  PTFE HOSES                                                                         

90° PTFE  SWIVEL HOSE END 

120° PTFE  SWIVEL HOSE END 

150° PTFE  SWIVEL HOSE END 

180° PTFE  SWIVEL HOSE END 

45° PTFE  SWIVEL HOSE END 

60° PTFE  SWIVEL HOSE END 

    G183 SERIES PTFE HOSE END FITTING                                      ALUMINUM FITTTING                                                                         

Part Number  AN Size Hose Size  

 183518-03 AN3 AN3 

 183518-04 AN4 AN4 

 183518-06 AN6 AN6 

 183518-08 AN8 AN8 

 183518-10 AN10 AN10 

 183518-12 AN12 AN12 

Part Number  AN Size Hose Size  

 183530-03 AN3 AN3 

 183530-04 AN4 AN4 

 183530-06 AN6 AN6 

 183530-08 AN8 AN8 

 183530-10 AN10 AN10 

 183530-12 AN12 AN12 

 183530-16 AN16 AN16 

Part Number  AN Size Hose Size  

 183500-03 AN3 AN3 

 183500-04 AN4 AN4 

 183500-06 AN6 AN6 

 183500-08 AN8 AN8 

 183500-10 AN10 AN10 

 183500-12 AN12 AN12 

 183500-16 AN16 AN16 

Part Number  AN Size Hose Size  

 183545-03 AN3 AN3 

 183545-04 AN4 AN4 

 183545-06 AN6 AN6 

 183545-08 AN8 AN8 

 183545-10 AN10 AN10 

 183545-12 AN12 AN12 

 183545-16 AN16 AN16 

Part Number  AN Size Hose Size  

 183560-03 AN3 AN3 

 183560-04 AN4 AN4 

 183560-06 AN6 AN6 

 183560-08 AN8 AN8 

 183560-10 AN10 AN10 

 183560-12 AN12 AN12 

 183560-16 AN16 AN16 

Part Number  AN Size Hose Size  

 183512-03 AN3 AN3 

 183512-04 AN4 AN4 

 183512-06 AN6 AN6 

 183512-08 AN8 AN8 

 183512-10 AN10 AN10 

 183512-12 AN12 AN12 

 183512-16 AN16 AN16 

Part Number  AN Size Hose Size  

 183590-03 AN3 AN3 

 183590-04 AN4 AN4 

 183590-06 AN6 AN6 

 183590-08 AN8 AN8 

 183590-10 AN10 AN10 

 183590-12 AN12 AN12 

 183590-16 AN16 AN16 

Part Number  AN Size Hose Size  

 183515-03 AN3 AN3 

 183515-04 AN4 AN4 

 183515-06 AN6 AN6 

 183515-08 AN8 AN8 

 183515-10 AN10 AN10 

 183515-12 AN12 AN12 

 183515-16 AN16 AN16 

Part Number  AN Size 

 OLIVE-03 AN3 

 OLIVE-04  AN4 

 OLIVE-06 AN6 

 OLIVE-08 AN8 

 OLIVE-10 AN10 

 OLIVE-12 AN12 

 OLIVE-16 AN16 

Part Number  NUT 

Ptfe Nut-04  AN4 

Ptfe Nut-06 AN6 

Ptfe Nut-08 AN8 

Ptfe Nut-10 AN10 

Ptfe Nut-12 AN12 

Ptfe Nut-16 AN16 
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STRAIGHT  PUSH LOCK HOSE ENDS 

30° PUSH LOCK HOSE ENDS 

G184 PUSH LOCK HOSE ENDS                                             PUSH LOCK HOSE ENDS 

90° PUSH LOCK HOSE ENDS 

120° PUSH LOCK HOSE ENDS 

150° PUSH LOCK HOSE ENDS 

180° PUSH LOCK HOSE ENDS 

45° PUSH LOCK HOSE ENDS 

60° PUSH LOCK HOSE ENDS 

    G184 SERIES PUSH-LOCK HOSE ENDS                              REUSABLE ALUMINUM FITTTING                                                               

Part Number  AN Size Hose Size  

 184500-04 AN4 AN4 

 184500-06 AN6 AN6 

 184500-08 AN8 AN8 

 184500-10 AN10 AN10 

 184500-12 AN12 AN12 

 184500-16 AN16 AN16 

Part Number  AN Size Hose Size  

 184530-04 AN4 AN4 

 184530-06 AN6 AN6 

 184530-08 AN8 AN8 

 184530-10 AN10 AN10 

 184530-12 AN12 AN12 

 184530-16 AN16 AN16 

Part Number  AN Size Hose Size  

 184545-04 AN4 AN4 

 184545-06 AN6 AN6 

 184545-08 AN8 AN8 

 184545-10 AN10 AN10 

 184545-12 AN12 AN12 

 184545-16 AN16 AN16 

Part Number  AN Size Hose Size  

 184560-04 AN4 AN4 

 184560-06 AN6 AN6 

 184560-08 AN8 AN8 

 184560-10 AN10 AN10 

 184560-12 AN12 AN12 

 184560-16 AN16 AN16 

Part Number  AN Size Hose Size  

 184590-04 AN4 AN4 

 184590-06 AN6 AN6 

 184590-08 AN8 AN8 

 184590-10 AN10 AN10 

 184590-12 AN12 AN12 

 184590-16 AN16 AN16 

Part Number  AN Size Hose Size  

 184512-04 AN4 AN4 

 184512-06 AN6 AN6 

 184512-08 AN8 AN8 

 184512-10 AN10 AN10 

 184512-12 AN12 AN12 

 184512-16 AN16 AN16 

Part Number  AN Size Hose Size  

 184515-04 AN4 AN4 

 184515-06 AN6 AN6 

 184515-08 AN8 AN8 

 184515-10 AN10 AN10 

 184515-12 AN12 AN12 

 184515-16 AN16 AN16 

Part Number  AN Size Hose Size  

 184518-04 AN4 AN4 

 184518-06 AN6 AN6 

 184518-08 AN8 AN8 

 184518-10 AN10 AN10 

 184518-12 AN12 AN12 

 184518-16 AN16 AN16 

Part Number  AN Size Hose Size  

 184600-04 4AN 4AN 

 184600-06 6AN 6AN 
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NPT STRAIGHT HOSE ENDS 

G184 PUSH LOCK HOSE ENDS                                             PUSH LOCK HOSE ENDS     G185 SERIES  NPT  HOSE END  /  BANJO                                              ALUMINUM FITTTING                                                         

Part Number  AN Size NPT  

 185500-01 AN6  1/8'' 

 185500-02 AN6 1/4'' 

 185500-03 AN6 3/8'' 

 185500-04 AN8 1/4'' 

 185500-05 AN8 1/2'' 

 185500-06 AN8 3/8'' 

 185500-07 AN10 3/8'' 

 185500-08 AN10 1/2'' 

 185500-09 AN12 1/2'' 

 185500-10 AN12 3/4'' 

 185500-11 AN16 3/4'' 

 185500-12 AN16 1" 

Part Number  AN Size NPT  

 185545-13 AN6 1/8'' 

 185545-14 AN6 1/4'' 

 185545-15 AN6 3/8'' 

 185545-16 AN8 1/4'' 

 185545-17 AN8 1/2'' 

 185545-18 AN8 3/8'' 

 185545-19 AN10 3/8'' 

 185545-20 AN10 1/2'' 

 185545-21 AN12 1/2'' 

 185545-22 AN12 3/4'' 

 185545-23 AN16 3/4'' 

 185545-24 AN16 1'' 

45°NPT SWIVEL HOSE ENDS 

90° NPT SWIVEL HOSE ENDS 

Part Number  AN Size NPT  

 185590-25 AN6 1/8'' 

 185590-26 AN6 1/4'' 

 185590-27 AN6 3/8'' 

 185590-28 AN8 1/4'' 

 185590-29 AN8 1/2'' 

 185590-30 AN8 3/8'' 

 185590-31 AN10 3/8'' 

 185590-32 AN10 1/2'' 

 185590-33 AN12 1/2'' 

 185590-34 AN12 3/4'' 

 185590-35 AN16 3/4'' 

 185590-36 AN16 1'' 

Part Number   Product Description  

630025 Banjo To Barb Kit- Black Banjo Bolt  Black 24 mm Long  

Part Number   Product Description  

63000-01 Black Banjo Bolt M10X1.0 / 23mm Long 

63000-02 Black Banjo Bolt M10X1.25 / 23 mm Long 

63000-03 Black Banjo Bolt  M10X1.5 /23 mm Long 

63000-04 Black Banjo Bolt 3/8X20 /23 mm Long 

63000-05 Black Banjo Bolt 3/8X24 /23 mm Long 

63000-06 Black Banjo Bolt 7/16X20 /23 mm Long 

63000-07 Black Banjo Bolt 7/16X24 /23 mm Long 

63000-08 Black Banjo Bolt M8X1.0 /20 mm Long 

63000-09 Black Banjo Bolt  M8X1.25  /20 mm Long 

63000-10 Black Banjo Bolt  M10X1.0  /20 mm Long 

63000-11 Black Banjo Bolt M10X1.25 / 20 mm Long 

63000-12 Black Banjo Bolt  M10X1.5 / 20 mm Long 

63000-13 Black Banjo Bolt M12X1.0 / 20 mm Long 

63000-14 Black Banjo Bolt M12X1.25 / 20 mm Long 

63000-15 Black Banjo Bolt  M12X1.25 / 24 mm Long 

63000-16 Black Banjo Bolt M12X1.25 / 24 mm Long 

63000-17 Black Banjo Bolt  M12X1.5 / 20 mm Long 

63000-18 Black Banjo Bolt  M14X1.25 / 22 mm Long 

63000-19 Black Banjo Bolt M14X1.5 / 22 mm Long 

63000-20 Black Banjo Bolt  M16X1.5 / 24 mm Long 

63000-21 Black Banjo Bolt  M16X1.5 / 34 mm Long 

63000-22 Black Banjo Bolt 7/16-24 / 19 mm Long 

63000-23 Black Banjo Bolt 1/2-20 / 12 mm Long 

63000-24 Black Banjo Bolt  9/16-20  / 23 mm Long 

63000-25 Black Banjo Bolt  9/16-24 / 23 mm Long 

63000-26 Black Banjo Bolt 5/8X20 / 24 mm Long 

Banjo Bolt  

Banjo to Barb  

Part Num-
ber  

  AN Size   AN Size 

63200-1 9.3mm 10.5mm 

63200-2 9.3mm 14.5mm 

63200-3 9.3mm 12.5mm 
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Stainless Steel Braided Hose   (OLD SCHOOL) 

PRO-B1500 Premium Black Stainless Steel Braided Hose  (Old School Hose but painted black)  

Pro-B 2000 Series Black Nylon Braided Hose 

     Pro B Performance Fuel Hose                                        1000, 1500  and 2000 SERIES 

Part Number  AN Size I.D. O.D. 

 1000-04 AN4 7/32"    5.4mm 7/16"      11.2mm 

 1000-06 AN6 11/32"   8.7mm 9/16"      13.8mm 

 1000-08 AN8 7/16"    11.1mm 11/16"     17.1mm 

 1000-10 AN10 9/16"    14.2mm 53/64"     20.8mm 

 1000-12 AN12 11/16"  17.4mm 31/32"     24.4mm 

 1000-16 AN16 7/8"      22.2mm 13/64"     30.5mm 

 1000-20 AN20 1-1/8"   28.5mm 1-13/32"   35.81mm 

Part Number  AN Size I.D. O.D. 

 1500-04 AN4 7/32"  5.4mm 7/16"     11.2mm 

 1500-06 AN6 11/32"  8.7mm 9/16"     13.8mm 

 1500-08 AN8 7/16"  11.1mm 11/16"    17.1mm 

 1500-10 AN10 9/16"  14.2mm 53/64"    20.8mm 

 1500-12 AN12 11/16"  17.4mm 31/32"     24.4mm 

 1500-16 AN16 7/8"   22.2mm 13/64"     30.5mm 

 1500-20 AN20 1-1/8"  28.5mm 1-13/32"   35.81mm 

Part Number  AN Size I.D. O.D. 

 2000-04 AN4 7/32"    5.4mm 7/16"      11.2mm 

 2000-06 AN6 11/32"   8.7mm 9/16"      13.8mm 

 2000-08 AN8 7/16"    11.1mm 11/16"     17.1mm 

 2000-10 AN10 9/16"    14.2mm 53/64"     20.8mm 

 2000-12 AN12 11/16"  17.4mm 31/32"     24.4mm 

 2000-16 AN16 7/8"      22.2mm 13/64"     30.5mm 

 2000-20 AN20 1-1/8"   28.5mm 1-13/32"   35.81mm 

Due to the fact that there 
are a number of un-

published additives being put in to-
day’s fuel, it is impossible to predict 
how it will impact the inner liner of 
PRO-B and other hoses, so I highly 
advise that you look at your hose 
at least once a year to inspect the 
inner and outer wall of your hoses.  

  After the hose have been cut and the fittings 
install or crimped, rubber debris, as well as metal particles 
resulting from the assembly process, are likely to enter the 

fuel system if you don’t.   

Please blow you hose  to ensure it clean before use. 
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PTFE Stainless Steel Braided Hose    

PTFE Stainless Steel Black Nylon Braided Hose   

     Pro B  PTFE Performance Fuel Hose                               3000 and 4000 SERIES HOSE                                                                          

3000  and 4000 Series PTFE Stainless Steel Braided Hose  

Part number  
AN 
Size  

Inner Dia.(I.D.) Outer Dia (O.D.) Max Operating 
PPSI  

Burst Operat-
ing PPSI  

Min Bend 
Radius  Inc  MM Inc  MM 

3000 & 4000  3 9/64" 3.56MM 1/4" 6.35MM 4000 PSI  12000 PSI 2" 

3000 & 4000  4 3/16" 4.83MM 5/16" 8.00MM 4000 PSI  12000 PSI 2" 

3000 & 4000  6 21/64" 8.13MM 27/64' 10.92MM 3000 PSI 10000 PSI 3" 

3000 & 4000  8 27/64" 10.67MM 35/64" 13.72MM 2500 PSI  8000 PSI  5.25' 

3000 & 4000  10 33/64" 12.95MM 5/8" 16.00MM 2500 PSI  6000 PSI  6.5" 

3000 & 4000  12 41/64" 16.26MM 49/64" 19.30MM 1000 PSI  4000 PSI  7.5" 

3000 & 4000  16 7/8" 22.22MM 1  1/32" 26.16MM 1000 PSI  3000 PSI  8.5" 

3000 & 4000  20 1  1/8" 28.57MM 1 9/32" 32.77MM 1000 PSI  2500 PSI  9.25" 

Part Number  AN Size I.D. O.D. 

 4000-04 AN4 7/32"  5.4mm 7/16"     11.2mm 

 4000-06 AN6 11/32"  8.7mm 9/16"     13.8mm 

 4000-08 AN8 7/16"  11.1mm 11/16"    17.1mm 

 4000-10 AN10 9/16"  14.2mm 53/64"    20.8mm 

 4000-12 AN12 11/16"  17.4mm 31/32"     24.4mm 

 4000-16 AN16 7/8"   22.2mm 13/64"     30.5mm 

 4000-20 AN20 1-1/8"  28.5mm 1-13/32"   35.81mm 

Part Number  AN Size I.D. O.D. 

 3000-03 AN3 9/64"  3.56mm 1/4"      6.35mm 

 3000-04 AN4 3/16"  4.83mm 19/64"   7.62mm 

 3000-06 AN6 21/64"  8.13mm 27/64"   10.92mm 

 3000-08 AN8 27/64" 10.67mm 35/64"   13.72mm 

 3000-10 AN10 33/64" 12.95mm 5/8"       16mm 

 3000-12 AN12 41/64" 16.26mm 49/64"    19.3mm 

 3000-16 AN16 7/8"  22.22mm 1-1/32"    26.16mm 

 3000-20 AN20 1-1/8"  28.57mm 1-9/32"    32.77mm 
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Blue Push On Blue hose 

Black Push On Black hose 

     Pro B Performance Push on Fuel Hose                             PRO-B5000 and 5400 SERIES 

5000 & 5400 Push on Hose 

Part number  
AN 
Size  

Inner Dia.( I.D.) Outer Dia (O.D.) 
Max Operating 

PPSI  
Min Bend Radi-

us  Inc  MM Inc  MM 

CPR 5000 & 5400 4 1/4" 6.35mm 15/32" 11.94mm 250 PSI  2.5" 

CPR 5000 & 5400 6 3/8" 7.9mm 5/8" 16.0mm 250 PSI  3.0" 

CPR 5000 & 5400 8 1/2' 12.7mm 3/4" 19.05mm 250 PSI  5.0" 

CPR 5000 & 5400 10 5/8" 16.0mm 15/16" 23.88mm 250 PSI  6.0" 

CPR 5000 & 5400 12 3/4" 19.05mm 1.0" 25.4mm 250 PSI  7.0" 

Part Number  AN Size I.D. O.D. 

 5000-04 AN4 6.4mm 1/4” 12mm  15/32” 

 5000-06 AN6 9.5mm 3/8” 15.8mm  5/8” 

 5000-08 AN8 12.7mm 1/2” 19.1mm  3/4” 

 5000-10 AN10 15.9mm 5/8” 22.9mm 29/32” 

 5000-12 AN12 19.1mm 3/4” 26.2mm 1 1/32 

Part Number  AN Size I.D. O.D. 

 5400-04 AN4 6.4mm 1/4” 12mm  15/32” 

 5400-06 AN6 9.5mm 3/8” 15.8mm  5/8” 

 5400-08 AN8 12.7mm 1/2” 19.1mm  3/4” 

 5400-10 AN10 15.9mm 5/8” 22.9mm 29/32” 

 5400-12 AN12 19.1mm 3/4” 26.2mm 1 1/32 
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4 AN to ORB MALE FLARE ADAPTERS   

6 AN  to ORB MALE FLARE ADAPTERS   

G184 PUSH LOCK HOSE ENDS                                             PUSH LOCK HOSE ENDS 

12 AN  to ORB MALE FLARE ADAPTERS   

16 AN  to ORB MALE FLARE ADAPTERS   

20 AN  to ORB MALE FLARE ADAPTERS   8 AN  to ORB MALE FLARE ADAPTERS   

12 AN  to ORB MALE FLARE ADAPTERS   

    6070 JIC 37° FLARE AN TO ORB                             AN Flare to O-RING Boss (ORB) Male  

EX  6070-04-06 
04 06 

“A” 

AN 
“B” 

ORB 

Part Number  "A" AN   “B”ORB AN 

 6070-04 AN4 -4 ORB 

 6070-0406 AN4 -6 ORB 

 6070-0408 AN4 -8 ORB 

 6070-0410 AN4 -10 ORB 

Part Number  "A" AN   “B”ORB AN 

 6070-06 AN6 -6 ORB 

 6070-0604 AN6 -4 ORB 

 6070-0606 AN6 -6 ORB 

 6070-0608 AN6 -8 ORB 

 6070-0610 AN6 -10 ORB 

Part Number  "A" AN   “B”ORB AN 

 6070-08 AN8 -8 ORB 

 6070-0806 AN8 -6 ORB 

 6070-0810 AN8 -10 ORB 

 6070-0812 AN8 -12 ORB 

Part Number  "A" AN   “B”ORB AN 

 6070-10 AN10 -10 ORB 

 6070-1006 AN10 -6 ORB 

 6070-1008 AN10 -8 ORB 

 6070-1012 AN10 -12 ORB 

 6070-1016 AN10 -16 ORB 

Part Number  "A" AN   “B”ORB AN 

 6070-12 AN12 -12 ORB 

 6070-1208 AN12 -8 ORB 

 6070-1210 AN12 -10 ORB 

 6070-1216 AN12 -16 ORB 

Part Number  "A" AN   “B”ORB AN 

 6070-16 AN16 -12 ORB 

 6070-1610 AN16 -10 ORB 

 6070-1612 AN16 -12 ORB 

 6070-1620 AN16 -20 ORB 

Part Number  "A" AN   “B”ORB AN 

 6070-20 AN20 -20 ORB 

 6070-2016 AN20 -16 ORB 

AN Flare Union Straight Adapter Fitting  

Part Number  AN Size AN Size 

 65000-03 AN3 AN3 

 65000-04 AN4 AN4 

 65000-06 AN6 AN6 

 65000-08 AN8 AN8 

 65000-10 AN10 AN10 

 65000-12 AN12 AN12 

 65000-16 AN16 AN16 

 65000-20 AN20 AN20 
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NPT to AN3 Male Flare Adapter Straight  

  

G184 PUSH LOCK HOSE ENDS                                             PUSH LOCK HOSE ENDS 

 NPT to AN10 Male Flare Adapter Straight  

NPT to AN12 Male Flare Adapter 

 NPT to AN16 Male Flare Adapter Straight  
NPT to AN6 Male Flare Adapter Straight  

NPT to AN8 Male Flare Adapter Straight  

    6030   FLARE AN TO NPT                           

AN  

NPT 

Too Tight and Leaking 
One of the most common ways the seat or cone on aluminum fittings and adapters can be easily 
damaged is by over-tightening (see Torque specifications information on Page 26). If a fitting has 

been over-tightened, it may be damaged and prone to leaks. Dirt and debris on the sealing surface are also 
common sources of leaks   

Part Number  NPT  AN  

603001 1/8''NPT AN3 

603002 1/4''NPT AN3 

603003 3/8''NPT AN3 

NPT to AN4 Male Flare Adapter Straight  

Part Number  NPT  AN Size 

603004 1/8''NPT AN4  

603005 1/4''NPT AN4  

603006 3/8''NPT AN4  

Part Number  NPT  AN Size 

603007 1/8''NPT AN6 

603008 1/4''NPT AN6 

603009 3/8''NPT AN6 

603010 1/2''NPT AN6 

603011 3/4''NPT AN6 

Part Number  NPT  AN Size 

603012 1/4''NPT AN8 

603013 3/8''NPT AN8 

603014 1/2''NPT AN8 

603015 3/4"NPT AN8 

Part Number  NPT  AN Size 

603016 3/8"NPT AN10 

603017 1/2''NPT AN10 

603018 3/4" NPT  AN10 

Part Number  NPT  AN Size 

603019 1/2''NPT AN12 

603020 3/4''NPT AN12 

603021 1" NPT  AN12 

Part Number  NPT  AN Size 

603022 1" NPT  AN16 

603023 3/4: NPT  AN16 

603024 1-1/4" NPT  AN16 

 NPT to AN20 Male Flare Adapter Straight  

Part Number  NPT  AN Size 

603025 1-1/4" NPT  AN20 

603026 1" NPT  AN20 

Part Number 603010 
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         METRIC to JIC 37° FLARE AN                      METRIC TO  AN   

NPT to AN 3 Male Flare Adapter  

Part Number   METRIC   AN Size 

641001 M6*1.0 AN3 

641002 M8*1.0 AN3 

641003 M8*1.25 AN3 

641004 M10*1.0 AN3 

641005 M10*1.5 AN3 

641006 M12*1.0 AN3 

641007 M10*1.25 AN3 

641008 M12*1.25 AN3 

NPT to AN 4 Male Flare Adapter  

Part Number  METRIC  AN Size 

641009 M6*1.0 AN4 

641010 M8*1.0 AN4 

641011 M8*1.25 AN4 

641012 M10*1.0 AN4 

641013 M10*1.25 AN4 

641014 M10*1.50 AN4 

641015 M12*1.0 AN4 

641016 M12*1.25 AN4 

641017 M12*1.50 AN4 

641018 M14*1.25 AN4 

641019 M14*1.50 AN4 

Part Number  METRIC  AN Size 

641020 M10*1.00 AN6 

641021 M10*1.25 AN6 

641022 M10*1.50 AN6 

641023 M12*1.0 AN6 

641024 M12*1.5 AN6 

641025 M12*1.25 AN6 

641026 M12*1.5 AN6 

641027 M14*1.5 AN6 

641028 M14*1.25 AN6 

641029 M16*1.5 AN6 

641030 M18*1.5 AN6 

641031 M20*1.5 AN6 

641032 M22*1.5 AN6 

641033 M24*1.5 AN6 

NPT to AN 6 Male Flare Adapter  

NPT to AN 8 Male Flare Adapter  

Part Number  METRIC  AN Size 

641034 M10*1.0 AN8 

641035 M10*1.25 AN8 

641036 M10*1.50 AN8 

641037 M12*1.25 AN8 

641038 M12*1.5 AN8 

641039 M12*1.5 AN8 

641040 M14*1.25 AN8 

641041 M14*1.5 AN8 

641042 M16*1.5 AN8 

641043 M18*1.5 AN8 

641044 M20*1.5 AN8 

641045 M22*1.5 AN8 

641046 M24*1.5 AN8 

NPT to AN 10 Male Flare Adapter  

Part Number  METRIC  AN Size 

641047 M12*1.0 AN10 

641048 M12*1.25 AN10 

641049 M12*1.5 AN10 

641050 M14*1.5 AN10 

641051 M16*1.5 AN10 

641052 M18*1.5 AN10 

641053 M20*1.5 AN10 

641054 M22*1.5 AN10 

641055 M24*1.5 AN10 

NPT to AN 12 Male Flare Adapter  

Part Number  METRIC  AN Size 

641056 M12*1.0 AN12 

641057 M12*1.25 AN12 

641058 M12*1.5 AN12 

641059 M14*1.5 AN12 

641060 M16*1.5 AN12 

641061 M18*1.5 AN12 

641062 M20*1.5 AN12 

641063 M22*1.5 AN12 

641064 M24*1.5 AN12 
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           JIC 37° FLARE AN                                    Union  45 and 90 Degree Swivel Adapter  

45° -AN Black Male to AN Female Swivel 90° MALE / FEMALE FLARE SWIVEL 

90° Adapter Male AN to Male Swivel  AN ORB   

90° Adapter Male AN to Male Swivel  AN ORB   90° Adapter Male AN to Male Swivel  AN ORB   

90° Adapter Male AN to Male Swivel  AN ORB   

Part Number  AN Size AN Size 

 28145-03 AN3 AN3 

 28145-04 AN4 AN4 

 28145-06 AN6 AN6 

 28145-08 AN8 AN8 

 28145-10 AN10 AN10 

 28145-12 AN12 AN12 

 28145-16 AN16 AN16 

Part Number  
Male AN 

Size 
Female 
AN Size 

 28190-03 AN3 AN3 

 28190-04 AN4 AN4 

 28190-06 AN6 AN6 

 28190-08 AN8 AN8 

 28190-10 AN10 AN10 

 28190-12 AN12 AN12 

 28190-16 AN16 AN16 

Part Number  AN   AN ORB  

29190-0604 AN6 AN4 

29190-06 AN6 AN6 

29190-0608 AN6 AN8 

29190-0610 AN6 AN10 

29190-0624 AN6 9/16x24 

29190-09818 AN6 5/8x18 

Part Number  AN   AN ORB  

29190-0806 AN8 AN6 

29190-08 AN8 AN8 

29190-0810 AN8 AN10 

29190-0820 AN8 7/8x20 

Part Number  AN   AN ORB  

29190-1008 AN10 AN8 

29190-10 AN10 AN10 

29190-1012 AN10 AN12 

Part Number  AN   AN ORB  

29190-1210 AN12 AN10 

29190-12 AN12 AN12 

29190-1612 AN16 AN12 

29190-16 AN16 AN16 

Union Male Flare Straight Fitting  

Part Number  AN Size AN Size 

 65000-03 AN3 AN3 

 65000-04 AN4 AN4 

 65000-06 AN6 AN6 

 65000-08 AN8 AN8 

 65000-10 AN10 AN10 

 65000-12 AN12 AN12 

 65000-16 AN16 AN16 

 65000-20 AN20 AN20 

Part Number   AN Size  AN Size 

 66000-03 AN3 AN3 

 66000-04 AN4 AN4 

 66000-06 AN6 AN6 

 66000-08 AN8 AN8 

 66000-10 AN10 AN10 

 66000-12 AN12 AN12 

 66000-16 AN16 AN16 

 66000-20 AN20 AN20 

 Union Male Flare Straight Fitting 

Part Number    AN Size   AN Size 

 67000-0608 AN6   AN8 

 65000-0810 AN08 AN10 

 65000-1012 AN10 AN12 

Union AN Female Straight Swivel Reducer Fitting  
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      JIC 37° FLARE AN TO NPT                                                                    AN TO NPT 

45° AN FLARE TO NPT ADAPTER FITTING 

45° AN FLARE TO NPT ADAPTER FITTING 

Part Number  AN NPT 

CPR 28450-1038 AN10 3/8''NPT 

CPR 28450-1012 AN10 1/2''NPT 

CPR 28450-1034 AN10 3/4''NPT 

CPR 28450-1234 AN12 3/4''NPT 

CPR 28450-1212 AN12 1/2''NPT 

CPR 28450-1601 AN16 1“NPT 

CPR 28450-1634 AN16 3/4''NPT 

CPR 28450-2001 AN20 1"NPT 

90° AN FLARE TO NPT ADAPTER FITTING 

A 

B 

Part Number  A AN   B NPT   

28450-318 AN3 1/8''NPT 

28450-314 AN3 1/4''NPT 

28450-418 AN4 1/8''NPT 

28450-414 AN4 1/4''NPT 

28450-438 AN4 3/8''NPT 

Part Number  A AN   B NPT   

28450-618 AN6 1/8''NPT 

28450-614 AN6 1/4''NPT 

28450-638 AN6 3/8''NPT 

28450-612 AN6 1/2''NPT 

28450-814 AN8 1/4''NPT 

28450-838 AN8 3/8''NPT 

28450-812 AN8 1/2''NPT 

28450-834 AN8 3/4"NPT 

28450-1038 AN10 3/8"NPT 

28450-1012 AN10 1/2''NPT 

28450-1034 AN10 3/4" NPT  

45° AN FLARE TO NPT ADAPTER FITTING 

Part Number  A  AN   B  NPT   

28900-318 AN3 1/8''NPT 

28900-314 AN3 1/4''NPT 

28900-418 AN4 1/8''NPT 

28900-414 AN4 1/4''NPT 

28900-438 AN4 3/8"NPT 

28900-618 AN6 1/8''NPT 

28900-614 AN6 1/4''NPT 

28900-638 AN6 3/8''NPT 

28900-612 AN6 1/2''NPT 

28900-814 AN8 1/4''NPT 

28900-838 AN8 3/8''NPT 

28900-812 AN8 1/2''NPT 

28900-834 AN8 3/4''NPT 

28900-1038 AN10 1/2''NPT 

28900-1012 AN10 3/8''NPT 

28900-1034 AN10 3/4''NPT 

28900-1234  AN12 3/4''NPT 

28900-1212  AN12 1/2''NPT 

28900-1634 AN16 3/4''NPT 

28900-1601 AN16 1''NPT 

Part Number  A AN  B NPT  

29900-418 AN4 1/8''NPT 

29900-414 AN4 1/4''NPT 

29900-618 AN6 1/8''NPT 

29900-614 AN6 1/4''NPT 

29900-638 AN6 3/8''NPT 

29900-814 AN8 1/4''NPT 

29900-838 AN8 3/8''NPT 

29900-812 AN8 1/2''NPT 

29900-1038 AN10 3/8''NPT 

29900-1012 AN10 1/2''NPT 

29900-1212 AN12 1/2''NPT 

29900-1234 AN12 3/4''NPT 

29900-1634 AN16 3/4''NPT 

29900-1601 AN16 1"NPT 

A 

B 

MALE NPT TO SWIVEL FEMALE AN STRAIGHT 
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Female Quick Disconnect  AN to Fuel Rail Fitting w/ lock 

  

           JIC 37° FLARE AN                       Female Quick Disconnect  Fuel Rails Adapters  

90° Female Quick Disconnect  AN to Female 

Adapters 

Female Quick Disconnect  AN to Female Adapters 

Part Number AN MALE  

 411-6516 AN6 5/16 

 411-0638 AN6 3/8 

 411-0838 AN8 3/8 

 411-1038 AN10 3/8 

Part Number  AN FEMALE  

 311-6516  AN6  5/16" 

 311-0638  AN6  3/8" 

 311-0838  AN8  3/8" 

Part Number  AN FEMALE (LOCK) 

 312-6516 AN6 5/16" 

 312-8516 AN8 5/16" 

 312-0638 AN6 3/8" 

 312-0838 AN8 3/8" 

Part Number Angle AN Female 

 390-6516 90° AN6 5/16" 

 390-0638 90° AN6 3/8" 

 390-0838 90° AN6 3/8" 

Male Quick Disconnect  AN to Male Adapters 

Part Number ID  

 321-0516 5/16" 

 321-0038 3/8" 

Plastic Insert for Quick Disconnect EFI Adapter,  

Fit 311-XXXX , 312-XXXX and 390-XXXX 

Quick Disconnect EFI Adapter Fitting 

EFI 1986-1998 Male Fox Body fuel system 

Part Number  Description  AN 

 511-1985 AN6 Male Pressure Side (Feed) .555 Shank AN6 

 511-1986 AN6 Male Return Side  .435" Shank AN6 

 511-1987 AN8 Male Pressure Side (Feed) .555 Shank  AN8 

Fuel Rail Fitting Adapters 

Part Number  Description  AN 

 611-1993 AN6 Ford Small Female spring lock AN6 

 611-1993 AN8 Ford Large Female spring lock AN8 
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                            NPT AND ORB Plugs  6061 Aluminum  

NPT Hex Head Pipe Plugs 'Plug  NPT Allen Hex Head Plug Black  

Port Plug -Hex Head With ORB Thread  ORB Socket Plug with O-Ring Black 

Cap Flare Black  AN Metric port plug with crush washer 

Part Number  Head  NPT  

 33001-18 Hex  1/8'' 

 33001-14 Hex  1/4'' 

 33001-38 Hex  3/8'' 

 33001-12 Hex  1/2'' 

 33001-37 Hex  3/4" 

 33001-01 Hex  1" 

Part Number  Head  ORB  

 320001-03 Hex  AN3 

 320002-04 Hex  AN4 

 320003-06 Hex  AN6 

 320004-08 Hex  AN8 

 320005-10 Hex  AN10 

 320006-12 Hex  AN12 

 320007-16 Hex  AN16 

 320008-20 Hex  AN20 

Part Number  Head  AN ORD  

 321001-03 Button  AN3 

 321002-04 Button  AN4 

 321003-06 Button  AN6 

 321004-08 Button  AN8 

 321005-10 Button  AN10 

 321006-12 Button  AN12 

 321007-16 Button  AN16 

 321001-20 Button  AN20 

Part Number  Head  NPT  

 33100-16 Allen  1/16'' 

 33100-18 Allen  1/8'' 

 33100-14 Allen  1/4'' 

 33100-38 Allen  3/8'' 

 33100-12 Allen  1/2'' 

 33100-34 Allen  3/4" 

 33100-01 Allen  1" 

Part Number  Head  NPT  

 323-1010 Hex  M10 x 1.0 

 323-10125 Hex  M10 x 1.25 

 323-1215 Hex  M12 x 1.5 

 323-1415  Hex  M14 x 1.5 

 323-1615 Hex  M16 x 1.5 

 323-1815 Hex  M18 x 1.5 

Part Number  Head  
Female AN 

Size 

 321201-03 Caps AN3 

 321202-04 Caps AN4 

 321203-06 Caps AN6 

 321204-08 Caps AN8 

 321205-10 Caps AN10 

 321206-12 Caps AN12 

 321207-16 Caps AN16 
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      Bulkhead                                                                        AN TO AN   

Straight Bulkhead Fitting  

CPR Bulkhead AN adaptors come in Straight, 45°,  45° 

90° Bulkhead Fitting  

45° Bulkhead Fitting  

Fuel Cell Tip Over Valves, Roll Over Valves, Bulkhead 

Fitting, Aluminum, Black Anodized, AN Female Threads  

Part Number  AN  AN 

 74-1006 AN3 AN3 

 74-1008 AN4 AN4 

 74-1010 AN6 AN6 

 74-1012 AN8 AN8 

 74-1016 AN10 AN10 

Hex  Black Roll Over Valve Part Number  AN  AN 

 76-1006 AN3 AN3 

 76-1008 AN4 AN4 

 76-1010 AN6 AN6 

 76-1012 AN8 AN8 

 76-1016 AN10 AN10 

Fuel Cell Bulkhead Adapter Fittings 

Bulkhead Nut  

Part Number  AN SIZE  AN Size 

393000-03 AN3 AN3 

393000-04 AN4 AN4 

393000-06 AN6 AN6 

393000-08 AN8 AN8 

393000-10 AN10 AN10 

393000-12 AN12 AN12 

393000-16 AN16 AN16 

Part Number  
AN 

SIZE  
AN Size 

393045-03 AN3 AN3 

393045-04 AN4 AN4 

393045-06 AN6 AN6 

393045-08 AN8 AN8 

393045-10 AN10 AN10 

393045-12 AN12 AN12 

393045-16 AN16 AN16 

Part Number  
AN 

SIZE  
AN Size 

393090-03 AN3 AN3 

393090-04 AN4 AN4 

393090-06 AN6 AN6 

393090-08 AN8 AN8 

393090-10 AN10 AN10 

393090-12 AN12 AN12 

393090-16 AN16 AN16 

Part Number  AN SIZE  

393100-03 AN3 

393100-04 AN4 

393100-06 AN6 

393100-08 AN8 

393100-10 AN10 

393100-12 AN12 

393100-16 AN16 

393100-20 AN20 
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NPT and O2 Weld  Bungs, V-Clamp  

 NPT bung round style weld bungs 

O2 Oxygen Sensor  Weld Bung M18*1.5  

V-Band Clamp Assembly  and T-Bolt  

Natural Aluminum, Steel or Stainless Weld-On Male AN Fitting  AN 

3411814-05 

3411814-45 

Part Number  Material  AN 

 350003-AL Aluminum AN3 

 350004-AL Aluminum AN4 

 350006-AL Aluminum AN6 

 350008-AL Aluminum AN8 

 350010-AL Aluminum AN10 

 350012-AL Aluminum AN12 

 350016-AL Aluminum AN16 

 350020-AL Aluminum AN20 

Part Number  Material  AN 

 370003-SS SS AN3 

 370004-SS SS AN4 

 370006-SS SS AN6 

 370008-SS SS AN8 

 370010-SS SS AN10 

 370012-SS SS AN12 

 370016-SS SS AN16 

 370020-SS SS AN20 

Part Number  Material  AN 

 360003-ST Steel AN3 

 360004-ST Steel AN4 

 360006-ST Steel AN6 

 360008-ST Steel AN8 

 360010-ST Steel AN10 

 360012-ST Steel AN12 

 360016-ST Steel AN16 

 360020-ST Steel AN20 

Part Number  Description  Material  
 388802-02  T-bolt  SS 304 

Stainless  Aluminum size  

 188802-02  198802-02 2" 

 188802-25  198802-25 2.5" 

 188802-03  198802-03 3"  

 188802-35  198802-35 3.5" 

 188802-04  198802-04 4 " 

 188802-45  198802-45 4.5" 

 188802-05  198802-05 5" 

Stainless  Aluminum Steel  size  

34000-18SS 34000-18AL 34000-18ST 1/8" 

34000-14SS 34000-14AL 34000-14ST 1/4" 

34000-38SS 34000-38AL 34000-38ST 3/8" 

34000-12SS 34000-12AL 34000-12ST 1/2" 

34000-34SS 34000-34AL 34000-34ST 3/4" 

See If information  page 26  

Part Number  Description  Material  

3411814-01 O2 SS Oxygen Sensor No Stepped Weld In Bung M18*1.5   SS 

3411814-02 O2 SS Oxygen Sensor Stepped Weld In Bung M18*1.5   SS 

3411814-03 O2 SS Oxygen Sensor 1/2 Notched Weld In Bungs  M18*1.5   SS 

3411814-45 O2 SS Oxygen Sensor 45 degree  Weld IN Bungs  M18*1.6    SS 

3411814-05 Oxygen Sensor Heat Sink Finned  Weld In M18 x 1.5mm  SS 

3411814-06 O2 Oxygen Sensor Bung Plug  Hex Head w copper ring   SS 

3411814-07 O2 Oxygen Sensor Socket Bung Plug  Hex  Head    SS 

3411814-08 Wideband AFR O2 BUNG  SS 
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V-Band Flange Assemblies 

 V-Band Flange Assemblies  Tube OD   

kit SS Kit Alum Inch  

 188802-02  198802-02 2.00 

 188802-25  198802-25 2.50 

 188802-03  198802-03 3.00 

 188802-35  198802-35 3.50 

 188802-04  198802-04 4.00 

 188802-45  198802-45 4.50 

 188802-05  198802-05 5.00 

 188802-06  198802-06 6.00 

Stainless Steel V-Band 
Flanges (Individual) 

Tube OD   

Female  Male Inch  

188701-2 188702-02 2.00 

188701-3 188702-03 2.50 

188701-4 188702-04 3.00 

188701-5 188702-05 3.50 

188701-6 188702-06 4.00 

188701-7 188702-07 4.50 

188701-8 188702-08 5.00 

188701-9 188702-09 6.00 

Aluminum V-Band Flanges 
(Individual) 

Tube OD   

Female  Male  Inch  

198701-2 198702-02 2.00 

198701-3 198702-03 2.50 

198701-4 198702-04 3.00 

198701-5 198702-05 3.50 

198701-6 198702-06 4.00 

198701-7 198702-07 4.50 

198701-8 198702-08 5.00 

198701-9 198702-09 6.00 

 Clamps    T-Bolt   O-ring  

188600-02  388802-02  2.00 

188600-25  388802-02  2.50 

188600-03  388802-02  3.00 

188600-35  388802-02  3.50 

188600-04  388802-02  4.00 

188600-45  388802-02  4.50 

188600-05  388802-02  5.00 

188600-06  388802-02  6.00 



                                                    CPR RACING  Products by Creative Performance Racing LLC  November 2021                                         27 

 

            JIC 37°   FLARE                               TEE’S , BULKHEAD & Y BLOCK  

AN TEE- FEMALE SWIVEL ON SIDE   AN TEE -  FEMALE SWIVEL ON MIDDLE  

AN  Tee - 3 Male TEE Fittings 

3 AN Male Y-Block  

Bulkhead TEE - Male Middle Branch 

Part Number  
AN 

SIZE  
AN 

Size 

394000-03 AN3 AN3 

394000-04 AN4 AN4 

394000-06 AN6 AN6 

394000-08 AN8 AN8 

394000-10 AN10 AN10 

394000-12 AN12 AN12 

394000-16 AN16 AN16 

394000-20 AN20 AN20 

Part Number  
Male AN 

Size 
Female AN 

Middle  

 28200-03 AN3 AN3 

 28200-04 AN4 AN4 

 28200-06 AN6 AN6 

 28200-08 AN8 AN8 

 28200-10 AN10 AN10 

 28200-12 AN12 AN12 

 28200-16 AN16 AN16 

Part Number  
Male AN 

Size 
Female AN 

Side 

 28300-03 AN3 AN3 

 28300-04 AN4 AN4 

 28300-06 AN6 AN6 

 28300-08 AN8 AN8 

 28300-10 AN10 AN10 

 28300-12 AN12 AN12 

 28300-16 AN16 AN16 

Part Number  
Male AN 

Size 
Male AN 

Size 

 28400-03 AN3 AN3 

 28400-04 AN4 AN4 

 28400-06 AN6 AN6 

 28400-08 AN8 AN8 

 28400-10 AN10 AN10 

 28400-12 AN12 AN12 

 28400-16 AN16 AN16 

Part Number  AN 2 X AN  

 6000-333 AN3 AN3 

 6000-433 AN3 AN3 

 6000-444 AN4 AN4 

 6000-644 AN4 AN4 

 6000-666 AN6 AN6 

 6000-866 AN6 AN6 

 6000-888 AN8 AN8 

 6000-106 AN6 AN6 

 6000-108 AN8 AN8 

 6000-1010 AN10 AN10 

 6000-128 AN12 AN8 

 6000-1210 AN10 AN10 

 6000-1212 AN12 AN12 

 6000-1616 AN16 AN16 

3/8 NPT TO  AN6 FEMALE SWIVEL ON MIDDLE  TO MALE AN6 

COMING SOON  
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IN-LINE  HIGH FLOW FUEL FILTER 

When excellent filtration is the key to fuel system and performance CPR Racing Filters provide an inexpensive insur-
ance policy to protect your investment.  From 200 - 3000 plus HP applications, CPR Racing filter assemblies offer un-
matched flow and ease of maintenance and installation.  The high flow filters also include an internal magnet to catch 
fine particles. 
1. CNC-machined from 6061 T6 aircraft aluminum. 
2. All filter assemblies feature an O-ring for positive sealing in high pressure application.   
3. Inlet and outlet are ORB. And  Stainless steel reusable/washable element 

INLINE LINE FUEL/OIL SET  

HIGH FLOW  IN-LINE FUEL FILTER  

REPLACEMENT FILTER ELEMENTS 

The inline AN 250 micron filters fits in your 
AN flare for great inline filtration.  

Part Number AN Size Degree  Element 

 300337-06 AN6 37° SS Inline Filter  250 Micron  

 300337-08 AN8 37° SS Inline Filter  251 Micron  

 300337-10 AN10 37° SS Inline Filter  252 Micron  

 300337-12 AN12 37° SS Inline Filter  253 Micron  

 300337-16 AN16 37° SS Inline Filter  254 Micron  

 300337-20 AN20 37° SS Inline Filter  255 Micron  

37° SS Inline AN Flare Filter  

inline fuel/oil filter sets easily install 
within your fuel or oil lines to help 
keep fluid clean. The sets are offered 
in different sizes with aluminum ano-
dized fittings, O-ring, and one each 
of 30/80/150 micron stainless ele-
ments.  

Part Number ORB Port  Size  
Element Micron 

( SS ) 

 200208-60 AN8  2.25 X 5.5 60 

 200208-60 AN8  2.25 X 5.5 100 

 200210-60 AN10 2.25 X 5.5 60 

 200210-100 AN10 2.25 X 5.5 100 

 200212-60 AN12 2.4 X 7 60 

 200212-100 AN12 2.4 X 7 100 

 200214-60 3/8 NPT 1.25X 4.75 60 

 210345-16 16 AN 2.3X 8  BA Oil 45  

Part Number  Element Replace  Suits 

 300210-40 40 Micron Stainless Steel  200210-40 

 300210-60 60 Micron Stainless Steel  200210-60 

 300210-100 100 Micron Stainless Steel  200210-100 

 300212-40 40 Micron Stainless Steel  200212-40 

 300212-60 60 Micron Stainless Steel  200212-60 

 300212-100 100 Micron Stainless Steel  200212-100 

 300214-60 60  Stainless Steel  200214-60 

 300345-45 BA Oil 45 SS  210345-16 

Part Number An Element Micron  
 300206-03 AN3 30/80/150 micron 

 300206-04 AN4 30/80/150 micron 

 300206-06 AN6 30/80/150 micron 

 300206-08 AN8 30/80/150 micron 



                                                    CPR RACING  Products by Creative Performance Racing LLC  November 2021                                         29 

 

FUEL PUMP & FILTER BRACKETS 

   Dual or Single Bracket 2 Rubbers Isolators  

Polish Billet Signal Inline Filter, Stox, 

Made from 6061-T6 Aluminum.  Great for dual or Single  clamping for fuel filters and/or fuel pumps 

(EFI Fuel and filter )  from ID 59MM TO 61 MM  Comes with rubber insert. 

DAUL BRACKETS 

Part Number Size ID Size ID   

 130420-55 61 mm 2 1/2 " 

   

SINGLE BACKETS       

 Part Number Size ID Size ID  

 130205-59 59.2 mm   2.33" 

 130305-61 61.0 mm 2 1/2" 

The most popular brackets Part Number 130400-50 that is made 
from 6061-T6 aluminum.  CPR Racing has    

Part Number AN INCH ID  

 73-0316 AN03 3/16" 

 73-0014 AN03 1/4" 

 73-0516 AN04 5/16" 

 73-0038 AN05 3/8" 

 73-0012 AN06 1/2" 

 73-0058 AN08 5/8" 

 73-0034 AN10  3/4" 

 73-1000 AN12 1" 

Aluminum Cushion P-Clamps   

Part Number ID Inch  ID mm  

130400-31 1.25 31mm 

130400-61 2.5 61mm 

130400-50 2 50mm 

130400-55 2.16 55mm 

130420-55 2.5 61mm 
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Hose clamps 

Billet P Clamps T-6061 with nut and bolt 

Hex hose with clamp 
Part Number AN INCH ID  

 74-1004 AN4 AN4 

 74-1006 AN6 AN6 

 74-1008 AN8 AN8 

 74-1010 AN10 AN10 

 74-1012 AN12 AN12 

 74-1016 AN16 AN16 

 74-1020 AN20 AN20 

Part Number ID MM  INCH ID  

 71-0316 4.8mm 3/16" 

 71-0014 6.4mm 1/4" 

 71-0516 7.90mm 5/16" 

 71-0038 9.5mm 3/8" 

 71-0716 11.1mm 7/16" 

 71-0012 12.7mm 1/2" 

 71-0916 14.3mm 9/16" 

 71-0058 15.9mm 5/8" 

 71-0034 19.1mm 3/4" 

 71-1516 24mm 15/16" 

 71-1316 29.4mm 1-3/16" 

Part Number ID MM  INCH ID  

 72-0406 14.2mm   7/16" 

 72-0610 15.9mm   7/16" 

 72-0608 15.9mm  9/16" 

Stepped Down Hose Separators  

Billet Hose Separators  

Part Number ID MM  INCH ID  

 70-0316  4.8mm 3/16" 

 70-0014  6.4mm 1/4" 

 70-0516  7.9mm 5/16" 

 70-0038  9.5mm 3/8" 

 70-0716  11.1mm 7/16" 

 70-0012  12.7mm 1/2" 

 70-1732  13.5mm 17/32" 

 70-0916  14.3mm 9/16" 

 70-0058  15.9mm 5/8" 

Part Number ID MM  INCH ID  

 70-1932  15.1mm 19/32" 

 70-2132  16.7mm 21/32" 

 70-1116  17.5mm 11/16" 

 70-0034  19.1mm 3/4" 

 70-1316  20.6mm 13/16" 

 70-0078  22.2mm 7/8" 

 70-1516  23.8mm 15/16" 

 70-1000  25.4mm 1" 

 70-1016  27.0mm 1-1/16" 



                                                    CPR RACING  Products by Creative Performance Racing LLC  November 2021                                         31 

 

Injector Harnesses Adapters & Electronic components 

614090 

601020 

601021 61300 

611021 

About electrical connectors: 

I. Jetronic is the older style connector, 

sometimes referred to by the Bosch      

generation EV1. 

II. The USCAR connector is sometimes re-

ferred to as EV6, which is a Bosch term 

for the generation of injector. 

 

CPR 601022 601021 

Part Number Description  Style harness Style injector 

 601020 EV1 TO EV6  Single-piece design adapter  Jetronic/EV1 USCAR /EV6  

 601021 EV6 TO EV1 Single-piece design adapter  USCAR /EV6  Jetronic/EV1 

 601022 EV6 to Nippon Denso Single-piece design adapter  USCAR /EV6  Nippon Denso 

612000 

611022 

611024 

611020 

EV1 Male   
Connector   

EV1 Female 
Connector   

EV1 Female 
Connector   

EV6 Male        
Connector   

Part Number Description  Style harness Style injector 

 611020 EV1 TO EV6  2 Wire design adapter   Jetronic/EV1 USCAR /EV6  

 611021 EV6 TO EV1  2 Wire design adapter   USCAR /EV6  Jetronic/EV1 

 611022 Mini Multec 2 to USCAR /EV6  (2 Wire design adapter)  Multec 2  USCAR /EV6  

 611023 USCAR /EV6  to Mini Multec  (2 Wire design adapter ) USCAR /EV6   Multec 2  

 611024 Nippon Denso to Jetronic/EV1  (2 Wire design adapter)   Nippon Denso Jetronic/EV1 

 611025 Jetronic / EV1 TO Nippon Denso (2 Wire design adapter) Jetronic/EV1 Nippon Denso 

Part Number Description  

 611000 Mini Multec 2 Pin Kit  

 612000 Nippon Denso Fuel Injector Connector w/ Pin Kit 

 612006 Male EV6 connector with pin kit  

 613000 Bosch EV1 fuel injectors with Kit 

 613090 Bosch EV1 fuel injectors with 90 rubber boot Kit 

 61-1996 MASS Air Connector ( no Pins)  

 614003 3 pin sensor connector (GT150 Pins) 

 614090 3 pin sensor connector with 90 rubber boot kit (GT150 Pins) 

611000 
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GASOLINE SERVICE  & EFI FUEL INJECTOR  

Saturated Injector  

Most electronic fuel injection (EFI) systems use an ECU with 12 volt satu-
rated circuit drivers. These systems are very inexpensive, simple, and 
reliable. This type of driver works by supplying 12 volts to the injectors 
and the ECU turns it on and off to establish a fuel injector pulse. Saturat-
ed injectors are generally higher impedance than peak and hold, running 
in about the 10-16 ohms range. .   

We at Creative Performance racing test all  injector at   
 3 bar ( PSI 43.5113213)   1 Bar = ( 14.50377  ) 

500-3001 CPR Racing® # 0280158827 – Bosch 160lb / 1680cc  High Impedance Fuel Injector EV1 CNG -Standard Length- 60mm 

500-3002 CPR Racing® # 0280158821 – Bosch 210lb/ 2205cc  Petrol Methanol 210lb 2200cc High Impedance Fuel Injector Sumitomo -Short 35mm- 

500-3004 CPR Racing® # 0280158187 - Bosch 52lb/  546 High Impedance Fuel Injector EV6 USCAR -Short 35mm- 

500-3005 CPR Racing® # 0280158279 - Bosch 52lb/ 546cc High Impedance Fuel Injector EV1 Connector EV14 -Standard Length- 60mm 

500-3006 CPR Racing® # 0280158040   Bosch 95lb/ 1000 CC High Impedance Fuel Injector EV1 Short Style Extended Tip 

600-4001 CPR Racing® EFI Fuel Injector # FI11354  Siemens Deka 46 LB / 483cc High Impedance Fuel Injectors EV6: Square Plug/Jetronic: -Mid Length- 

600-4002 CPR Racing® EFI Fuel Injector  # 108420 Siemens Deka 42 LB / 441cc High Impedance Fuel Injectors EV1: Square Plug/Jetronic: -Short 48mm- 

600-4003 CPR Racing® EFI Fuel Injector # 107961 Siemens Deka 60 LB/630cc High Impedance Fuel Injectors EV1: -Square Plug/Jetronic: 

600-4004 CPR Racing® EFI Fuel Injector # 107962 Siemens Deka 60 LB /630cc High Impedance Fuel Injectors EV1: -Square Plug/Jetronic: Short 48mm  

600-4005 CPR Racing® EFI Fuel Injector # 108191 Siemens Deka 60 LB / 630cc High Impedance Fuel Injectors EV6 USCAR: -Standard Length- 

600-4006 CPR Racing® EFI Fuel Injector # 110324 Siemens Deka 80 LB/ 840cc High Impedance Fuel Injectors EV1: Square Plug/Jetronic: -Standard Length 

600-4007 CPR Racing® EFI Fuel Injector # FI114700 Siemens Deka 80 LB/840cc High Impedance Fuel Injectors EV1: Square Plug/Jetronic: -Short 48mm 

600-4008 CPR Racing® EFI Fuel Injector # 109991 Siemens Deka 80 LB/840cc High Impedance Fuel Injectors EV6 USCAR: -Standard Length- 

600-4009 CPR Racing® EFI Fuel Injector #110333 Siemens Deka 212 LB / 2226 High Impedance Fuel Injectors EV1: Square Plug/Jetronic: -Standard Length-  

700-53412 ACDelco GM 217-3412 Sequential 50 LB / 525cc High Impedance Fuel Injector Assembly 

80001-01 #GSS282 -  Walbro 190lph High Pressure Intank Fuel Pump (Offset Inlet) 85-95 Mustang GT 

80001-02 #GSS340 – Walbro 255lph High Pressure Intank Fuel Pump (Center Inlet)   85-95 Mustang GT 

80001-03 #GSS341 – Walbro 255lph High Pressure Intank Fuel Pump (Offset Inlet) 85-97 Mustang GT 

80001-04 #GSS342 – Walbro 255lph High Pressure Intank Fuel Pump (Offset Inlet) Mustangs 85-97 

80001-05 #F90000267 – Walbro 450lph High Pressure Intank Fuel Pump E85 

80001-06 #GSL392 – Walbro 255lph High Pressure In Line Fuel Pump (Universal) 

80001-07 F90000262 -Walbro 400lph High-Pressure Fuel Pump (Universal) 

80001-08 F90000285 - Walbro 525lph High Pressure Fuel Pump (Hellcat) 

4000-1168 Walbro 400-1168 Pump Installation Kit for 90000 Walbro Fuel Pumps 

9000-044 EFI  Bosch 044 (200) High Flow Fuel Pump - 270 LPH 

9200-7429 Continental VDO Flex Fuel Sensor #13577429 = SE1004 

9200-7379 Continental VDO Flex Fuel Sensor #13577379 = SE1003 

9200-7394 Continental VDO Flex Fuel Sensor #13577394 = SE1002 

80002-01 TI Automotive FP-BKS1000-4 Brushless Pump and Controller Kit Specifications: 550+ LPH @ 13.5V / 40 psi    
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Fuel Pumps  

New Bosch 44  

510340-255 In-tank Fuel Pump 340 - max lph  255 lph  High output, Gas  450 - 650 

510400-340 In-tank Fuel Pump 400 - max lph  340 lph High output, Gas  550-700 

510470-470 in-tank Fuel Pump 470 - max lph (F90000285) Hellcat pump Gas  650 - 985 

510254-044 Bosch 044  In-Line Fuel Pump >275lph @ 5 Bar 0 580 464 200  Gas  275 

Part   Description  

601033-1 Injector Pintle Cap 

601033-2 O-ring Top Feed Injectors .630 x 197  

601033-3 .301 mm, Green O-ring GM  

601033-4 Nylon Spacer Yellow    

601033-5 Filter MPI  

601040-4 4 set Fuel Injector Rebuild/Repair Kit O-Rings  

601033-7 Filter MPI Stainless Steel  

601033-8 8 set Fuel Injector Rebuild/Repair Kit O-Rings  

S22000-1 Rebuild fuel Injector with flow data Sheet  

S22000-2 Testing flow rate 

S22000-3 Leak Test 

S22000-1 

Before  After   

CPR Rebuild fuel In-
jector with flow data 
Sheet  

Inline fuel Pumps  
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5/8 Hemi Billet Fuel Rails   

t 

HEMI Billet Fuel Rail Kits 

 CPR-Creative Performance Racing introduces the Hemi fuel rail for the 6.4L HEMI engines. 
When you have the POWER, you will need more fuel. So why not get wicked appearance and per-
formance from your Challenger SRT, Charger, Magnum and 300C by adding a set of CPR Hemi 
Fuel Rails 

Part Number   Description  ID IN/OUT LET  

440000-C 5.7 OR 6.1 Hemi Fuel Rails and 1/8 NPT plug 5/8" AN8 ORB 

440001 5.7 Fuel Rail Kit (with PN 411-6516 & 19100 ) 5/8" AN8 ORB 

440002 6.1 Fuel Rail Kit (with PN 411-6516 & 19100 ) 5/8" AN8 ORB 

440003 6.4 Fuel Rail Kit (with PN 411-6516 & 19100 ) 5/8" AN8 ORB 

440004 2013 + Viper SRT10  Fuel Rail kit 5/8" AN8 ORB 

440005 Hemi Fuel Rails Engine Dress-up Crossover kit 5/8" AN8 ORB 

440000-P Bogdanovic Signature Purple fuel rails only  5/8" AN8 ORB 

401969 Bogdanovic Signature Series Crossover kit 5/8" AN8 ORB 

440001 

440005 

401969 
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GM / FORD 5/8 / Billet Fuel Rail5/8 Billet Fuel Rail 

Ford Billet Fuel Rail Kits 

CPR RACING High Flow Billet Fuel Rails Fits  combine 3,000 HP flow capabilities, ORB-08 In and 
Out Ports with the ORB leak-free sealing. Full 5/8′ ID through bore CNC-machined, bil-
let aluminum just the right fit and Show and Go Finish 

Part Num-
ber   Description  ID IN/OUT LET  

4601021 86-'95 Ford 5.0 Fuel Rail  ( V1 1/2 Id ) 5/8" AN8 ORB 

4601022 86-'95 Ford 5.0 Fuel Rail  V.2 5/8 ID  5/8" AN8 ORB 

4601023 1996 - 1998  4.6L 4V Cobra Mustang (mount to lower intake "L Bracket")  5/8" AN8 ORB 

4601024 1996 - 2004  4.6L 2V GT Mustang RETURN systems 5/8" AN8 ORB 

4601025 1999 - 2004  4.6L 2V GT Mustang RETURN LESS systems    5/8" AN8 ORB 

4601026 1999 - 2004  4.6L 4V Cobra Mustang RETURN systems 5/8" AN8 ORB 

4601027 1999 - 2004  4.6L 4V Cobra Mustang RETURN LESS systems   5/8" AN8 ORB 

4601028 1999 - 2004  Cobra Mustang RETURN systems (supercharger clearance)   5/8" AN8 ORB 

4601029 1999 - 2004  Cobra Mustang RETURN LESS systems (supercharger clearance)       5/8" AN8 ORB 

4601030 2005 - 4.6L 3V Mustang RETURN systems 5/8" AN8 ORB 

4601031 2005-  4.6L  3V  Mustang RETURN LESS systems   5/8" AN8 ORB 

4601032 2007- GT 500 3V  Mustang RETURN systems (supercharger clearance) 5/8" AN8 ORB 

4601033 2008- GT 500 3V  Mustang RETURN LESS systems (supercharger clearance) 5/8" AN8 ORB 

4601034 Coyote 2011 5/8" AN8 ORB 

4601028 
4601028 

4601031 
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GM / FORD 5/8 / Billet Fuel Rail5/8 Billet Fuel Rail 

 

t 

Billet Fuel Rail Kits 

CPR RACING High Flow Billet Fuel Rails Fits  LS2 (2005-06 ) 

combine 3,000 HP flow capabilities, ORB-08 In and Out Ports with the ORB leak-free sealing. Full 
5/8′ ID through bore CNC-machined, billet aluminum just the right fit and Show and Go Finish. 
Steel mounting brackets, custom engineered for each application, combining a solid, durable 
mounting platform with correct fit and smooth bolt-on. The Clear Type II bright dip anodized finish. 

 

Part Number   Description  ID IN/OUT LET  

490125 ID 1.25 Fuel Rails Universal (2 Rails) 5/8" AN8 ORB 

460001 97-04 GM LS1, 01-05 LS6 Fuel Rail kit 5/8" AN8 ORB 

460002 Chevy LS2 05-06 GM LS2 Fuel Rail kit  5/8" AN8 ORB 

460003 Chevy LS3/L76 Fuel Rail kit 5/8" AN8 ORB 

460003 ls9  5/8" AN8 ORB 

Part Number   Description  ID IN/OUT LET  

561001 Toyota 2JZ (Suit 14mm injectors) 5/8" AN8 ORB 

561002 Nissan SR20 5/8" AN8 ORB 

561003 Nissan RB25 5/8" AN8 ORB 

561004 Nissan RB26 5/8" AN8 ORB 

561005 Nissan RB30 5/8" AN8 ORB 

561006 MAZDA 13BT S4/5 5/8" AN8 ORB 

561007 Subaru EJ20 5/8" AN8 ORB 

561008 Subaru EJ25 5/8" AN8 ORB 

561009 Subaru WRX STi EJ25 2004-2006 5/8" AN8 ORB 

561010 Subaru EJ20 04-06 5/8" AN8 ORB 

561011 Mitsubishi EVO I-III 4G63/EVO 5/8" AN8 ORB 

561012 Mitsubishi EVO I-III 5/8" AN8 ORB 

561013  Toyota 2JZ-GTE 5/8" AN8 ORB 

561014 Toyota 2JZ-GTE KIT  5/8" AN8 ORB 

561015  MAXDA 13BT S4/5 5/8" AN8 ORB 

561016 K20 1/2" AN8 ORB 

460002 ls2  

460003  Ls3  
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Universal Fuel Pressure Regulator  

GB06 Series Fuel Pressure Regulators are designed with performance and 
with a new redesigned universal bypass fuel pressure regulator for medi-
um to high horsepower applications. This ground-up redesign features an 
enlarged port design for minimum flow restriction and has a bright-
anodized finish to provide a premium show and go appearance.   

• vacuum/boost reference port 1:1 ratio   

• 1/8NPT gauge port,  

• compatibility with gasoline alcohol-based based fuels.   

• EFI regulators can be adjusted from 30 to 120 PSI, 

• (2) ORB-6 inlet ports on the side  

• a -6AN return port located on the bottom. 
Mount Bracket: Include  

GB10 Series Fuel Pressure Regulators are designed with performance and with a 
new redesigned universal bypass fuel pressure regulator for medium to high 
horsepower applications. This ground-up redesign features an enlarged port de-
sign for minimum flow restriction and has a bright-anodized finish to provide a 
premium show-and-go appearance.   

• Vacuum/boost reference port 1:1 ratio   

• 1/8NPT gauge port,  

• compatibility with gasoline and alcohol-based fuels.   

• EFI regulators can be adjusted from 30 to 120 PSI, 

• (2) ORB-10 inlet ports on the side  

• a -8AN return port located on the bottom. 
Mount Bracket: Include  

GB66 Series is designed for carbureted, they are adjustable 
regulators that offer higher flow, quicker response, and less 
pressure drop. 

• Adjustable from 5-12 PSI.  

• 06 AN inlet and outlet ports  

• 1/8′ NPT gauge port. 
 

Part Number   Description  Feed  Return  

701006  1/8-27NPT  AN6 AN6  

700808  1/8-27NPT  2 X 8AN  AN6  

701010  1/8-27NPT  2 X AN10   AN6  

701266  1/8-27NPT  2 AN6  AN6  
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ALUMINIUM SURGE TANK 

t 

740001-08 741001-18 
4 Hole Polished aluminum surge tank supplied  
3  AN6 ORB 1 AN8 ORB 
Or  
3 x 8mm and 1 x 13mm hose barb O-ring fittings.  
Making it suitable for all applications.  

Part Number   Description  ID 
IN/OUT 

LET  

 740000-06 (ORB) AN  AN6X3 (top 3 hole) ,AN8 x1 (bottom hole ) 1.5L (ORB) AN 1.5L 

 740001-08 (ORB) AN  AN8x4 (all 4 hole 8AN)  1.5 L (ORB) AN 1.5L 

 741000-16 (ORB) Bard   AN6X3 (top 3 hole) ,AN8x1 (bottom hole ) Bard fitting 1.5L (ORB) Bard 1.5L 

 741001-18 (ORB) Bard  AN8x4 (all 4 hole 8) Bard fitting 1.5L (ORB) Bard 1.5L 

 741001-1 LS Power Steering Tank  AN10 AN8 

741001-1  

LS Power Steering Tank  

Part Number   Description  Size  

 741002-1  132*132*98 mm  1L 

 741002-2 132x132x150mm  2L 

 741002-3 132x132*208mm  3L 

 741002-4 132x132x260mm  4L 

1L, 2L,and 3 liters  
Female  2  AN10 Fitting   
Breather :12 AN  
TIG Welded  
Stainless Steel Breather O-ring Included  
HI Value Drian  
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Aluminum Catch Tank With filter and Drain  liter  

CPR Signal and Dual Catch Can & Oil Separator with Dip Stick 
 
CPR oil catch can are necessary on a performance vehicle to protect the engine from elevated levels of crankcase blow-by accumu-
lated from aggressive driving. Excess oil saturated air circulating back into the air intake stream can lead to degraded performance. 
CPR catch can feature an integrated oil separator that accelerates oil condensation. Also has stainless steel filter media is cleanable 
and reusable. . 

FEATURES: 

• Billet aluminum construction 

• Mounting bracket 

• Oil Dip-Sticks with O-ring  

• -10 ORB ports (7/8"-14) top and sides  

• -4 ORB drains with plugs (bottom) 

• Stainless steel cleanable and reusable filter media 

• Pressurized or vacuum applications 

• 6 oz. capacity 

• O-ring canister seals 

• Stainless hardware 

• Black anodized aluminum 

• BENEFITS: 

• Prevents oil buildup  

• Cleaner inlet air  

• Excessive oil collection can be an indicator  
       of a damaged engine 

• DIMENSIONS SINGAL:  

• Height : 5” OD: 2.45”  

• DIMENSIONS DUAL:  

• Height : 5”  OD: 2.45”  CROSS: 6 “ 
 

Reusable filter media 

Part Number   Description  Size  SIZE  

 78010-08 Universal Single 8 oz Catch Can With Drip Stick  8 oz AN10 

 78010-16 Universal Dual 16 oz  Catch Can With Drip Stick   16 oz  AN10 

 78000-06 Fuel Surge Tanks 5 AN6 with wire jumper  AN6 AN6 
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TOOLS AND TAPE  

99400-7  

AN Wrench Double-End Wrench Set, -3 to -20, Set of 7 

Red – AN Adjustable Spanner G-Wrench  

AN3-AN12 Anodized 

99700-0316 

 99400-7316 
AN4-20 

 99000-45 Nylon Vise Jaws w/magnets 

 99000-46 Aluminum Vise Jaws w/magnets 

297000-02 Roll of White Adhesive Clean Hose Cutting  Tape -6.5 Feet (2 Meter)                                                             

297100-05 Roll of Clear Adhesive Clear Hose Cutting Tape 16.5 feet (5 Meter)                                                           

297100-05 

297000-02 EXP 

AN Pro B Hose Cutting Shears for Stainless Steel Braided. 

99800-0316 

 99400-7316 
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Kits  
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IDENTIFICATION CHART 

NPT IDENTIFICATION CHART 

 
The drawings below  illustrate the actual sizes of the NPT thread sizes. Not sure what thread size you have, Juts lay your 
fitting over the appropriate drawing to determine its size. 

MALE AN / ORB ADAPTER IDENTIFICATION CHART 
 

The drawings below  illustrate the actual sizes of the AN/ORB  thread sizes. Not sure what thread size you have, Juts 
lay your fitting over the appropriate drawing to determine its size. 

AN 16 AN 12 AN 10 

AN HEX OD IDENTIFICATION CHART 
 
The drawings below  illustrate the actual sizes of the AN NUT. Not sure what thread size you have, Juts lay your fitting over 
the appropriate drawing to determine its size. 

AN 08 AN 06 AN 04 

JIC 37° Flare  SAE Straight Thread O-Ring (ORB)  
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Tech information  

Torque Specifications AN Fitting 
Size 

Max. Torque in 
Foot Pounds 

 Over tighten the aluminum fitting on the adapter, which dis 
torts the 37-degree seat, and may cause leakage. Both the 
threads and the seat surface should have a drop or two of 
oil to smooth the tightening process. The maximum torque 
specifications are listed here. (An alternate method of tight-
ening is to bring the nut to “hand-tight” and then rotate it 
another turn with the proper wrench.) 

-3 8.75 

-4 11.5 

-6 16.25 

-8 29 

-10 35 

-12 45 

-16 70 

-20 85 

A-N Threads AN Fitting 
Size 

Metal Tube 
O.D. 

Thread Size 

Use the profiles below to determine the correct  
AN thread before ordering. The corresponding 
chart displays the outer diameter of the metal 

tube and thread size. 

3 3/16″ 3/8-24   

4 1/4″ 7/16-20   

6 3/8″ 9/16-18   

8 1/2″ 3/4-16   

10 5/8″ 7/8-14   

12 3/4″ 1 1/16-12   

16 1″ 1 5/16-12   

20 1 1/4″ 1 5/8-12   

Hose Size Chart Frac-
tional Equivalent 

All dimensions are in inches unless oth-
erwise noted. 

AN I.D. O.D. 

-4 7/32" 7/16" 

-6 11/32" 35/64" 

-8 7/16" 41/64" 

-10 9/16" 51/64" 

-12 11/16" 15/16" 

-16 7/8" 1 5/32" 

-20 1 1/8" 1 7/16" 

-24 1 3/8" 1 45/64" 

-28 1 1/2" 1 13/16" 

-32 1 3/4" 2 3/32" 

Rated flow and pressure drop  

Dash  
Equivalent 

Tube Size (IN) 
Rated Flow 
(gal/min) 

Surge Flow 
(gal/min) 

Differential 
Pressure 

Drop (psid) 

-4  1/4 1.2 6 8 

-6  3/8 3.5 17.5 8 

-8  1/2 6.0 30 8 

-10  5/8 10.5 52.5 8 

-12  3/4 16.0 80 8 

-16 1     29.0 87 8 

-20 1  1/4  45.0 90 4 

-24 1  1/2 60.0 120 4 
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   ASSEMBLY INSTRUCTIONS 

How To Determine Hose Assembly Lengths: 
To determine the “Z” length (cut length of hose) from “L” length (overall 
length), deduct “D” dimensions of both end fittings. Consult fitting infor-
mation tables for “D” dimensions. 

L = Overall Length 

Z = Cut Length of Hose 

D = Fitting Length 

CPR Racing Hose (with Reusable Fittings) 

Step 1. Cut hose square to 
length with fine-tooth hack 
saw or cut-off wheel. To 
minimize wire braid flare out, 
wrap hose with masking tape 
and cut through tape. Remove 
tape before next step  

Step 2. Insert hose in socket 
with twisting, pushing motion 
until hose is in line with back 
of socket threads 

Step 4. Lubricate inside 
of hose and nipple 
threads liberally using 
S.A.E. 30 Oil  
lubricating oil Lube.  

Step 3. Important—Mark 
position around hose at rear 
of socket with a grease pencil, 
paint or tape  

Step 7. Important—Check hose 
for pushout by observing hose 
position mark. Pushout should 
not be evident. CLEAN, PROOF 
TEST TO TWICE OPERATING 
PRESSURE AND INSPECT ALL 
ASSEMBLIES. Disassemble in 
reverse order. 

Step 5. Carefully insert nipple 
and engage nipple and socket 
threads while holding hose 
in position with other hand. 
Make sure hose does not 
push out of socket by observing 
mark made in Step 3.  

Step 6. Complete assembly 
using wrench while continuing to 
hold hose in position. Maximum 
allowable gap is .031 inches. 
Your thumbnail is convenient 
measuring device.  

IF you like your fittings Looking like new? 
Aluminum wrenches, CPR 99600-7 SET, and Nylon Vise Jaws 
with magnets, CPR 99000-45, with CPR wrench and jaws 
you will protecting the anodized coloring on your fittings. 
(page27)  
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Hose Maintenance  

 

 

 

be replaced immediately. 

 

     

 

 

 

 

 

 

these defects are cause for rejection. 

 

IMPORTANT: 
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Note 
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